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s,e” 1 Set Up Position & Install all bracket
slgpz Setting the correct height of the bar
Ceiling *(You may cut the wire when all wire are connected)
Recommended g N Recommended ”
Corner Pulley to Double Pulley Double Pulley to Single Pulley
600mm - 900mm 1200mm - 1800mm
[ {1 1

hand winch to bar :

Recommended
50mm - 100mm

Recommended
from floor
to hand winch :

900mm - 1100Mmm

from
ceiling

to floor
2800mm

Note : If any dimension above exceeded, please contact us for brackets/assistance }

Floor




Step 3

Determine the length of the wire & how to insert wire ‘U-Bend’ wire

*(Do not cut the wire first)
*(ALL wire must have good contact with the pulley) Q@@

Q Longer wire

Corner

/ Pulley|} P Shorter wire DOP B()ﬁ,lble @
ulley

1SN : i
Enter the 2 side
wire & make a bend
to connect to *U-Bend
U-Bend Connector P N .
U-Bend’ Wire

Packing List

No. ltem

Bar

Hand Winch

Corner Pulley

Double Pulley

Single Pulley

Wire

U-Bend Connector (come with hand winch)
Wall Plug
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Tools Needed

Tools needed to start installation :
*(Supervision needs if handling heavy & machinery tools)




